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I. WHAT YOU WILL NEED

II. PREPARATION CHECKLIST

III. INSTRUCTIONS

MIXING

BINDER PREPARATION

APPLICATION

CURING

E) 3.5 CUFT Powered Mixer
(or larger)

F) Foam Squeegee w/ broom stick
(Google: “Unger #92123” or “Ettore #61018-18”)

G) Medium bristle push broom

Nitrile or rubber gloves Eye protection

1) Empty both PART A (white cap) 
and PART B (black cap) into a 
disposable mixing container.

5) REFER TO KIT CALCULATION 
TABLE ON REVERSE 

And add indicated volume of aggregate 
to mixer. This is one kit’s worth.

4) IMPORTANT!
Lightly spray the inside of 

mixer with water.

9) IMMEDIATELY Pour the mix 
onto wet surface.

10) Push the mix into joints with a foam 
squeegee (medium pressure). Always 

apply diagonally accross joints.

After 3-4 hours (depending on humidity and temperature) or when the material is firm to 
the touch, gently sweep excess particles from the top of the surface using a medium bristle 
push broom. 

Keep foot traffic off surface for 5 hours. Keep vehicles off surface for 24 hours. 

NOTE: A very thin film of the binder may remain on the surface causing the color to 
intensify. This film is normal and will disapear when exposed to weather and traffic 
over a period of time.
 

Spray and rinse excess binder from tools 
and equipment with water immediately after 
application. Scrub with soap and water for 
stubborn areas. Remove unwanted binder with 
mineral spirits or rubbing alcohol.  

8) IMPORTANT!
Spray the surface with water. This will 

prevent the binder from adhering to surface.

6)  Stir the binder once more 
and add the binder to the 

aggregate in mixer.

7) Run mixer for at least 3 minutes. 
Sand will have consistency of wet 
beach sand. Gravels will appear 

glossy and damp.

Wear safety gear.

Read all instructions warnings and labels before starting. Contact support for any assistance.

Make sure you have same quantity of both PART A bottles and PART B bottles. 

Make sure you understand the KIT CALCULATION TABLE on the reverse. Call support for assistance. 

It WILL NOT be below 32 degrees Fahrenheit in the next 24 hours.

It WILL NOT rain within 6 hours of application.

Make sure surface is clean, dry, and free of grease and oil before starting.

REMOVE all large debris (sticks, leaves, large stones) off surface and from joints.

3) Thoroughly stir binder for at least 
1 minute using the mixing stick.

2) REFER TO KIT CALCULATION TABLE ON REVERSE 
And add indicated volume of water to the container.

The surface can be blocked off for curing for at least 5 hours for foot traffic and overnight for vehicular traffic. CLEAN UP

A) Disposable container 
(at least 2 QT)

B) Disposable mixing stick C) Measuring cup 
for water

D) Hose w/ spray attachment



Place a pinch of particles or aggregate on the estimation 
swatches to determine the particle volume and water volume 
to mix with each kit.
One kit is a bottle of PART A and a bottle of PART B
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HOW TO USE TABLE:

COVERAGE PER KIT (NON-COBBLE SYSTEMS)*
Based on size 3 particles at 1-1/14” joint depth

COVERAGE PER KIT (COBBLE SYSTEMS)*

16” x 48”
COBBLE SYSTEMS

ARTICULATING CONCRETE MAT

NOTE:
Aggregates smaller than SIZE 1 are not recommended
Adjust your volumes proportionally for aggregates larger than SIZE 6 (1/4 IN) 
You may need a mixer with a capacity larger than 3.5 CUFT for SIZES 5&6
Larger capacity mixer may be used for larger batches.

SIZE 1

PARTICLE
VOLUME*

ESTIMATION 
SWATCH

PARTICLE
SIZE

SIZE 1 15 SQFT
20 SQFT

40 SQFT

75 SQFT
90 SQFT

130 SQFT

SIZE 2
SIZE 3
SIZE 4
SIZE 5
SIZE 6

COVERAGE
PER KIT

4-1/4 CUP

2-1/3 CUP

1 CUP

3/4 CUP

1/3 CUP

1/4 CUP

WATER
VOLUME

SIZE 2

SIZE 3

SIZE 4

SIZE 5

SIZE 6

30LBS

40LBS

90LBS

120LBS

150LBS

200LBS

.46 mm/.02 in
No. 50

.80 mm / .03 in
No. 30

1.62 mm / .06 in
No. 16

2.36 mm / .09 in
No. 8

3.85 mm / .15 in
No. 4

5.92 mm / .25 in
3/8”

KIT CALCULATION TABLE COVERAGE CALCULATION TABLES

High bond strength, resistant to water, weeds, bugs, freeze, solvents, 
and impact. Will not shrink or expand. Used to bind aggregates and other 
small particles to create a permeable matrix. Ideal for casting or used as a 
permeable grout as a joint filler. 
WHAT YOU WILL NEED: (A) Disposable container (at least 2qt). (B) Disposable mixing 
stick. (C) Measuring cup or container for water. (D) Garden hose with spray attachment. (E) 
3.5 CUFT or larger powered mixer. (F) Foam squeegee. (G) Medium bristle push broom. 
SAFETY - Disposable latex or nitrile gloves and eye protection.

DIRECTIONS: Do not apply if temperature is below 32 deg. Fahrenheit within 24 hours. 
Surface Preparation - Protect work area. Surfaces should be clean, dry and free of 
grease and oil. Clean all debris out of joints. Binder Preparation - (1) Empty both PART 
A (White cap) and PART B (black cap) into a disposable mixing container. (2) REFER TO KIT 
CALCULATION TABLE - add indicated volume of WATER to the container. (3) Thoroughly 
stir the binder for at least 1 minute. Mixing - 4) Lightly spray the inside of a mixer with 
water (Use a 3.5 cubic ft electric mixer, or equal). (5) REFER TO KIT CALCULATION TABLE 
- add the indicated volume of PARTICLES or AGGREGATE to the mixer. (6) Add the BINDER 
to the aggregate in the mixer. (7) Turn mixer on and run for 3 minutes.   Application - (8) 
Lightly spray surface and squeegee with water prior to pouring mix. (9) Pour the mix onto 
surface. (10) Use a foam squeegee with medium pressure to push the particles into joints to 
form a permeable matrix. Always apply diagonally across joints. Work time is approx. 15-
30 minutes. Curing - After 3-4 hours (depending on humidity and temperature) or when the 
material is firm to the touch, gently sweep excess particles from the top of the surface using 
a medium bristle push broom. Keep foot traffic off surface for 5 hours. Keep vehicles off 
surface for 24 hours. Clean Up -  Spray and rinse excess binder from tools and equipment 
with water immediately after application. Scrub with soap and water for stubborn areas. 
Remove unwanted binder with mineral spirits or rubbing alcohol.  

DANGER: Contains resin and amine curing agents. Do not get in eyes or skin. Do not 

breathe vapors. FIRST AID: For eye contact, flush with water for 15 minutes, call a 

physician. For skin contact, wash thoroughly with soap and water, call a physician if 
symptoms persist. If swallowed, do not induce vomiting, call a physician. KEEP OUT OF 
REACH OF CHILDREN.

RICCOBENE

3.5 3.5 72 36 18

*Estimations only. It is recommended to adjust your mix design accordingly if the mix 
appears too dry or too wet or if the coverage is more or less than above.

†Estimation table is to be used for aggregates and sands only. If using recycled rubber, 
glass, synthetic particles, or non-porous materials, contact support for correct mix design.

†


